ESA UNCLASSIFIED - For Official Use

La
¢-csa

USER Requirement Document — EXAMPLE basic table of contents for an EO project

[For a PECS Project, a chapter on user requirements in the outlined proposal should introduce how the
requirements are derived in order to accomplish achieving your project objective. The user description
should clarify the role and responsibilities of stakeholders, the existing systems, and the scope or
constraints. The details and considerations of the users are then elaborated or derived into detailed
technical requirements for the project. In a well-prepared activity, a simple User Requirement Document
(URD) would be available or planned as an early deliverable.]

1. Introduction - Need for community and user interaction to specify requirements for Earth Observation
(Land/Vegetation/Ocean/etc.) monitoring.
2. User requirements
2.1. Global scale
2.2. Regional scale
2.3. Local scale
2.4. Uncertainty requirements
2.4.1. Regional - EXAMPLE: Overall, there are prerequisites to assess the aboveground biomass at
spatial resolutions of ~1 km with uncertainties of 20-25% (1 standard deviation) in the global
product and 15-20% in the regional products. Use of Sentinel-X may provide substantial
increase of the maps accuracy. Recent studies show ... (Ref. XXXX).
2.5. Conclusions / Recommendations
2.5.1. Need for XXX models
2.5.2. Project requirements: Define for example accuracy, spatial detail, resolution, categorization,
and change over time, metadata, quality control, format and projection, etc...
References

Appendix 1. Requirements from the Project User Workshop

a. Detailed requirements from the users
b. Availability of data

Appendix 2. Requirements from the Project regional user survey

c. Main results
d. Regional users feedback
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